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SECTION 1 - Ingredients
   INGREDIENTS:
  %
   CAS#
  LD50

LC50


Nonyl Phenol
30-60
84852-15-3
1620 mg/kg (rat)

N/A




2140 mg/kg (rabbit)

Polyoxypropylene-
30-40
9046-10-0
2.88 g/kg (oral rat)  slightly toxic N/A

Diamine


2.98 g/kg (dermal rabbit)

N/A




Practically non-toxic

N/A = Not Available


Section 2 - Physical Data

Product Identifier:

Encaptrax 121B, Part B


Product Use:


Epoxy Hardener



Physical State:


Liquid



Odour and Appearance:
Amber liquid, amine odour



Odour Threshold:

Not Available



Specific Gravity:

0.90 g/cc – 0.95 g/cc @ 25°C



Vapour Pressure:

Not Available



Vapour Density:

Non Volatile



Evaporation Rate: 

Non Volatile



Boiling Point:


Not Available



Freezing Point:

Not Available



pH:



Not Available



Coefficient of Water/Oil Distribution:
Not Available


Percent Volatile:

Not Available



Section 3 - Toxicological Properties


Routes of Entry:

Eyes, Skin, Inhalation

   Effects of Acute Exposure:


Eyes:

May cause severe burns, damage may be irreversible


Skin: 

May cause irritation, may cause sensitization


Inhalation:
May cause nasal irritation, central nervous system depression or lung injury
Ingestion:
May cause irritation

Irritancy of Product:
Eye, skin, lung irritant



Sensitizer:
Yes - skin


Carcinogens:
IARC – No  NTP – No   OSHA - No

Reproductive Toxins:
Not available

Teratogens:
Not Available




Mutagens:
Not Available




Synergistic Effects:  Similar Materials
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Section  4 - Preventative Measures

Eyes:


Safety goggles as a minimum – If splashing hazard exists use face shield


Skin:


Impervious gloves – If splashing hazard exists wear lab coat


Inhalation:

If ventilation is inadequate use a NIOSH/MSHA approved respirator


Engineering Controls:
 Local exhaust recommended if general ventilation is inadequate 


Leak/Spill Procedures:  Eliminate sources of ignition, ventilate area and absorb with inert material

                                        such as sand. Place in disposal container.  If solvents are used observe all

                                        precautions for those materials.


Waste Disposal:            Dispose of in accordance with all local, provincial/state and federal regulations


Handling Procedures:   Observe all precautions in this M.S.D.S


Storage:  Store in closed containers 15°C – 35°C

Section  5 – First Aid

Eyes:   Flush with plenty of water for at least 15 minutes, occasionally lifting upper & lower eyelids.  

           Seek medical attention immediately.

Skin:   Wash with soap & water. Seek medical attention if irritation occurs.


Inhalation: Remove person to fresh air. If respiratory problems develop, seek medical attention.
Ingestion: Get medical attention. Do not induce vomiting unless directed by medical personnel.

Section 6 - Reactivity Data

Stability: 
Stable at normal temperatures and pressure


Incompatibility (Materials to Avoid):
Oxidizers, acids, bases and epoxy resin & hardeners under






uncontrolled conditions



Conditions to Avoid:

Temperatures above 35°C, contamination



Hazardous Polymerization:
 Will not occur



Decomposition Products:
 oxides of carbon, smoke




Section 7 - Fire / Explosion Hazard
Conditions of Flammability:
May be combustible at high temperatures. 


Means of Extinction:
Carbon dioxide, foam, water fog, dry chemical




Flash Point:
> 93.333°C 





Upper and Lower Explosion Limits (%):
Not Available

Auto Ignition Temperature:


Not Available

Sensitivity to Mechanical Impact:

Not Available

Sensitivity to Static Discharge:

Not Available

Hazardous Combustion Products:

Oxides of carbon, smoke

Section 8 - Other Information
Shipping Information:  

                       Corrosive liquids, N.O.S. (Phenol, nonyl-1) Class 8, UN 1760, PG III




WHMIS –  D-2A, D-2B, E
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DSL
LISTED

The information on this MSDS was obtained from sources which we believe to be reliable.  However, the information is provided without any representation or warranty, expressed or implied, regarding it’s accuracy or completeness.

